
SGX Automotive Battery Wire 
KT1504

Features
SGX wire can be used for automotive starters or battery 
grounds where resistance to abrasion, heat and aging is SGX wire meets SAE J-1127 and RVIA specifications
SGX wire has a recommended temperature range of -40°C to 
+125°CSGX wire is available in stranded battery circuit colors of black 
and red with optional custom printing available 

Types
Part Number

Conductor 
Stranding

Nom. Insul. 
Thick. (in)

Nom. Insul. 
Thick. (mm)

Nom. O.D. (in)
Nom. O.D. 

(mm)
Approx 

LBS/MFT
SGX-6 133/27 0.06 1.52 0.315 8.00 111
SGX-4 133/.0171 0.065 1.65 0.374 9.50 167
SGX-2 133/.0220 0.065 1.65 0.428 10.87 253
SGX-1 259/25 0.065 1.65 0.46 11.68 307

SGX-1/0 1026/30 0.065 1.65 0.523 13.28 369
SGX-2/0 1254/30 0.065 1.65 0.578 14.68 461
SGX-3/0 1615/30 0.078 1.98 0.654 16.61 589
SGX-4/0 2052/30 0.078 1.98 0.714 18.14 746

Order Informations:
  Marking KINGTONE KT1504 SGX AUTOMOTIVE BATTERY WIRE XXX M/FT
  Package 500FT/Pull Box, 1000FT/Wooden Spool, Pallet
  Delivery time Normally 15 days after received the deposit.

Online Service:
  Skype kingtone3
  ICQ 246632889

www.king-tone.com  |  sales@king-tone.com

http://www.awcwire.com/Part.aspx?code=990N25F4J3
http://www.awcwire.com/Part.aspx?code=883N25F4J3
http://www.awcwire.com/Part.aspx?code=760N25F4J3
http://www.awcwire.com/Part.aspx?code=650N25F4J3
http://www.awcwire.com/Part.aspx?code=543N25F4J3
http://www.awcwire.com/Part.aspx?code=433N25F4J3
http://www.awcwire.com/Part.aspx?code=323N25F4J3
http://www.awcwire.com/Part.aspx?code=210N25F4J3
http://www.king-tone.com%20%20%7C%20%20sales@king-tone.com

