
RHH Wire
  KT0100

Applications
Cross-Link Type RHH Wire/RHW Wire can be used in aerial, raceway or direct burial allocations.USE-2 Solar 
Wire is commonly used as solar power cable in green energy applications

Constructions
Conductor Bare Copper
Insulation XLPE
Separator Paper Tape 
Jacket Sunlight-Resistant PVC

Characteristics
* Single conductor, insulated and non-integrally jacketed, sunlight resistant, photovoltaic wire rated for 90°C 
wet  or dry, 600V* Maximum Operating Voltage: 600 or 1000 VRMS (UL PV), 10000 VRMS
* Photovoltaic wire is sunlight, ozone, and UV resistant 
* Moisture resistant 
* -40°C to 90°C temperature range

Types
Part Number AWG Size

Conductor 
Stranding

Nom. Insul.  
Thick. (in)

Nom. O.D. (in) Approx LBS/MFT

RHH/RHW 4/0 4/0 19 0.08 0.7 727
RHH/RHW 250 250 37 0.095 0.78 878
RHH/RHW 300 300 37 0.095 0.83 1040
RHH/RHW 350 350 37 0.095 0.88 1208
RHH/RHW 400 400 37 0.095 0.93 1369
RHH/RHW 500 500 37 0.095 1.01 1691
RHH/RHW 600 600 61 0.095 1.12 2027
RHH/RHW 750 750 61 0.11 1.23 2511

Order Informations:
  Marking KINGTONE KT0100 RHH WIRE XXX M/FT
  Inner Package 500FT/Pull Box, 1000FT/Wooden Spool, Pallet
  Delivery time Normally 15 days after received the deposit.

Online Service:
  Skype kingtone3
  ICQ 246632889

www.king-tone.com  |  sales@king-tone.com

http://www.king-tone.com%20%20%7C%20%20sales@king-tone.com

