
SPT
  KT0909

Application:
SPT-1 Lamp cord, SPT-2 Lamp Cord, and SPT-3 Lamp Cord are indented for use in household appliances, 
including clocks, lamps, radios and fans.

Details:
SPT-1 LAMP CORD: 105°C 300V (UL/CSA)
SPT-2 LAMP CORD: 105°C 300V (UL/CSA)
SPT-3 LAMP CORD: 60°C 300V (UL/CSA)

Specification:
Type No. ofCore Conductor Insulation Jacket

Section(mm2) Nom.Thick(mm) Nom.O.D.(mm) Nom.Thick(mm) Nom.O.D.(mm)

SPT-1
2 0.82 0.76 2.7×5.35
3 0.38 2.15 3.0×8.7

SPT-2

2 0.82 1.14 3.5×6.9
2 1.31 3.9×7.4
3 0.82 0.38 2.15 3.7×8.7
3 1.31 0.38 2.4 3.9×9.2

SPT-3

2 0.82 1.52 4.2×8.4
2 1.31 1.52 4.5×9.0
2 2.08 2.03 5.8×12.0
2 3.31 2.41 7.0×14.0
3 0.82 0.38 2.15 1.52 4.3×11.4
3 1.31 0.38 2.4 1.52 4.5×12.2
3 2.08 0.38 2.8 2.03 5.8×14.8
3 3.31 0.38 2.41 2.41 7.0×16.8

Order Informations:
  Marking KINGTONE KT0909 SPT CABLE XXX M  (or Per customer's request)
  Inner Package 100m/Roll, 100m/Spool,305m/Spool (or Per customer's request)
  Outer Package Carton, Color Box, Pallet (or Per customer's request)
  Delivery time Normally 15 days after received the deposit.
  More informations please contact with us.
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