
THHN Wire 
  KT0103

Applications
THHN building wire is meant for use as general purpose wiring for installation in conduit or other recognized 
raceway. THHN may also be used for machine tool, appliance and control circuit wiring

Constructions
Conductor Bare Copper
Insulation PVC
Jacket NYLON 

Characteristics
* UL listed Stds. 83 & 1063 as: Type THHN Wire 90°C in dry locations, Type THWN Wire 75°C in wet locations.
* A-A-59544, NEMA WC-5, UL-758 
* THHN Wire Building Wire THHN Cable: 600V
* Moisture resistant 
* Gasoline & oil resistant - Type MTW 90°C Machine Tool Wire (stranded only) 105°C AWM, 80°C where 
exposed to oil.Types

Part Number AWG Size
Conductor 
Stranding

Nom. OD. (in)
Nom. Insul Thick. 

(in)
Approx LBS/MFT

THHN 14/1 14 Solid 0.102 0.015 15
THHN 14/19 14 19/27 0.109 0.015 16
THHN 12/1 12 Solid 0.119 0.015 23
THHN 12/19 12 19/25 0.128 0.015 24
THHN 10/1 10 Solid 0.161 0.02 38
THHN 10/19 10 19/23 0.161 0.02 38
THHN 8/19 8 19/21 0.213 0.03 63
THHN 6/19 6 19/.0372 0.249 0.03 95
THHN 4/19 4 19/.0469 0.318 0.04 152
THHN 3/19 3 19/.0526 0.346 0.04 189
THHN 2/19 2 19/.0591 0.378 0.04 234
THHN 1/19 1 19/.0664 0.435 0.05 299
THHN 10/19 10 19/.0745 0.474 0.05 372
THHN 20/19 20 19/.0837 0.518 0.05 462
THHN 30/19 30 19/.0940 0.568 0.05 575
THHN 40/19 40 19/.1055 0.624 0.05 718
THHN 250/37 250 37/.0822 0.678 0.06 851
THHN 300/37 300 37/.0822 0.73 0.06 1012
THHN 350/37 350 37/.0973 0.777 0.06 1174

Order Informations:
  Marking KINGTONE KT0103 THHN WIRE XXX M/FT
  Package 500FT/Pull Box, 1000FT/Wooden Spool, Pallet
  Delivery time Normally 15 days after received the deposit.

Online Service:
  Skype kingtone3
  ICQ 246632889
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