
PUR Control Cable
  KT0907

Construction
Conductor Bare Copper Strands
Insulation PVC
Jacket Material PUR,TMPU

19 AWG Types
AWG Size No. of Cond.

Conductor 
Stranding

Approx LBS/MFT
Nom. O.D. of 

Cable (in)
Nom. O.D. of 
Cable (mm)

20 2 17/32 32 0.244 6.20 
20 3 17/32 38 0.252 6.40 
20 4 17/32 44 0.268 6.81 
20 5 17/32 53 0.291 7.39 
20 7 17/32 65 0.311 7.90 
20 9 17/32 81 0.374 9.50 
18 2 30/32 43 0.272 6.91 
18 3 30/32 51 0.28 7.11 
18 4 30/32 61 0.303 7.70 
18 5 30/32 74 0.327 8.31 
18 7 30/32 99 0.378 9.60 
16 2 27-29/30 53 0.295 7.49 
16 3 27-29/30 65 0.307 7.80 
16 4 27-29/30 78 0.331 8.41 
16 5 27-29/30 94 0.358 9.09 
16 7 27-29/30 128 0.417 10.59 
16 9 27-29/30 151 0.48 12.19 
14 2 46/30 75 0.343 8.71 
14 3 46/30 94 0.358 9.09 
14 4 46/30 114 0.386 9.80 
12 3 52/28 157 0.469 11.91 
12 4 52/28 194 0.512 13.00 
12 5 52/28 230 0.547 13.89 
10 4 78/28 264 0.579 14.71 
10 5 78/28 324 0.634 16.10 
8 4 77/26 433 0.728 18.49 

Technical Data
Minimum Bending Radius < 12mm = 3 x O.D. > 12mm = 4 x O.D.
Free Movement < 12mm = 5 x O.D. > 12mm = 6 x O.D.
Radiation Resistance 5x107 cJ/kg 

Temperature Range
DIN VDE: Static: -40ºC/+180ºC DIN VDE: Flexing: -25ºC/+180ºC
UL/CSA: up to +80ºC

Order Informations:
  Marking KINGTONE KT0907 PUR CONTROL CABLE XXX M 

 (or Per customer's request)
  Inner Package 100m/Roll, 100m/Spool,305m/Spool (or Per customer's request)
  Outer Package Carton, Color Box, Pallet (or Per customer's request)
  Delivery time Normally 15 days after received the deposit.

Online Service:
  Skype kingtone3
  ICQ 246632889
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