
TWP Automotive Wire
KT1507

Features
SAE J-1128 
Temperature Range: -40°C to +105°C
Carried in various colors, including solid colors and stripes 
with optional custom printing and/or numbering available Available in drumpacks on many sizes

Types
Part Number

Conductor 
Stranding

Nom. Insul. 
Thick. (in)

Nom. Insul. 
Thick. (mm)

Nom. O.D. (in)
Nom. O.D. 

(mm)
Approx 

LBS/MFT
TWP-22 7/28 0.016 0.4064 0.062 1.5748 3
TWP-20 7/28 0.016 0.4064 0.07 1.778 5
TWP-18 19/.0092 0.016 0.4064 0.078 1.9812 7
TWP-16 19/29 0.016 0.4064 0.089 2.2606 9
TWP-14 19/27 0.016 0.4064 0.103 2.6162 14
TWP-12 19/25 0.018 0.4572 0.126 3.2004 22
TWP-10 19/23 0.021 0.5334 0.155 3.937 35

Order Informations:
  Marking KINGTONE KT1507 TWP AUTOMOTIVE WIRE XXX M/FT
  Inner Package 500FT/Pull Box, 1000FT/Wooden Spool,Pallet
  Delivery time Normally 15 days after received the deposit.

Online Service:
  Skype kingtone3
  ICQ 246632889

www.king-tone.com  |  sales@king-tone.com

http://www.awcwire.com/Part.aspx?code=153N25F4J5
http://www.awcwire.com/Part.aspx?code=40N25F4J5
http://www.awcwire.com/Part.aspx?code=923N25F4J4
http://www.awcwire.com/Part.aspx?code=810N25F4J4
http://www.awcwire.com/Part.aspx?code=700N25F4J4
http://www.awcwire.com/Part.aspx?code=587N25F4J4
http://www.awcwire.com/Part.aspx?code=473N25F4J4
http://www.king-tone.com%20%20%7C%20%20sales@king-tone.com

