
STJ CABLE PTFE Tape Jacket Over Shield 
  KT1101

Constructions
STJ Cable Conductor Each conductor is stranded silver plated copper. 

Type E extruded PTFE non-stick coating .010” 
color coded insulationSTJ Cable Shield Braided silver plated copper shield (90% 
coverage). STJ Cable Jacket Sintered Wrapped PTFE Tape Jacket Overall 

Voltage Rating 600 volts 
Temperature Rating -65°C to +200°C

Types
No. of 
Cond.

AWG 
Size

Conductor 
Stranding

Nom. O.D. of 
Cable (in)

Nom. O.D. of 
Cable (mm)

Nom. Insul. 
Thick. (in)

Nom. Insul. 
Thick. (mm)

Approx 
LBS/MFT

1 26 19/38 0.076 1.93 0.01 0.254 6
2 26 19/38 0.121 3.07 0.01 0.254 10
3 26 19/38 0.127 3.23 0.01 0.254 13
4 26 19/38 0.137 3.48 0.01 0.254 16
1 24 19/36 0.085 2.16 0.01 0.254 7
2 24 19/36 0.128 3.25 0.01 0.254 13
3 24 19/36 0.134 3.40 0.01 0.254 16
4 24 19/36 0.144 3.66 0.01 0.254 19
1 22 19/34 0.09 2.29 0.01 0.254 10
2 22 19/34 0.141 3.58 0.01 0.254 15
3 22 19/34 0.143 3.63 0.01 0.254 20
4 22 19/34 0.159 4.04 0.01 0.254 25
1 20 19/32 0.098 2.49 0.01 0.254 11
2 20 19/32 0.158 4.01 0.01 0.254 20
3 20 19/32 0.164 4.17 0.01 0.254 27
4 20 19/32 0.181 4.60 0.01 0.254 35
1 18 19/30 0.109 2.77 0.01 0.254 15
2 18 19/30 0.176 4.47 0.01 0.254 28
3 18 19/30 0.188 4.78 0.01 0.254 38
4 18 19/30 0.207 5.26 0.01 0.254 47
1 16 19/29 0.117 2.97 0.01 0.254 17
2 16 19/29 0.192 4.88 0.01 0.254 33
3 16 19/29 0.202 5.13 0.01 0.254 46
4 16 19/29 0.224 5.69 0.01 0.254 59
1 14 19/27 0.131 3.33 0.01 0.254 23
2 14 19/27 0.221 5.61 0.01 0.254 45
3 14 19/27 0.237 6.02 0.01 0.254 62
4 14 19/27 0.263 6.68 0.01 0.254 79
1 12 19/25 0.151 3.84 0.01 0.254 33
2 12 19/25 0.262 6.65 0.01 0.254 68

Order Informations:
  Marking KINGTONE KT1101 STJ CABLE XXX M/FT
  Package 500FT/Pull Box, 1000FT/Wooden Spool, Pallet
  Delivery time Normally 15 days after received the deposit.

Online Service:
  Skype kingtone3
  ICQ 246632889

www.king-tone.com  |  sales@king-tone.com

http://www.king-tone.com%20%20%7C%20%20sales@king-tone.com

