
HDMI 1.4  HDMI -HDMI  32AWG
  KT2004

  high speed cable 32AWG, true 1080P

Construction Parameters:
  Inner Conductor 7×0.08mm Stranded Tinned Copper  
  Insulation Hight Foamed PE  
  Shield Aluminum Mylar+ Tinned Copper Braid
  Jacket 5 mm PVC 
  Description Digital 4Pair+1Pair+5C
  Support To Digital Video Format 720p,1080i,1080p
  Connect Type Type C

HDMI CABLE ASSEMBLY TMDS PARAMETERS:
  Parameters Category 1(74.25MHz) Category 2(>74.25MHz)
  Intra_pair Skew 151psec 111psec
  Inter_pair Skew 2.42nsec 1.78nsec
  Far-end Crosstalk <-20dB <-20dB

  Attenuation

300KHz-825MHz <8dB <5dB
825MHz-2.475GHz <21dB <5dB...<12dB
2.475GHz-4.125GHz <30dB <12dB...<20dB
4.125GHz-5.1GHz / <20dB...<25dB

Order Informations:
  Marking KINGTONE KT2004 HDMI1.4 CABLE  XXX M  

  Inner Package Polybag, PE bag, blister package

  Outer Package Carton, Pallet.

  Delivery time Normally 25 days after received the deposit.
  More informations please contact with us.
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  Skype kingtone3
  ICQ 246632889
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